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TRAFFIC MANAGEMENT ASSESSMENT

	Operating Business:
	Assessed by:



	Site Name:


	Position:

	Signed:


	Date:

	Reason for the Assessment (new site, ongoing review, change to existing build etc.):




	Hazard Rating: H = High M = Medium L = Low

Hazard = potential to cause harm               Risk = probability of that harm occurring

The Risk Rating Criteria:

HIGH:             Fatal or major injury/ illness. Major environmental incident.
MEDIUM:      Injury/ illness resulting in lost time. Significant environmental incident.

LOW:            Minor injury/ illness. Minor environmental incident 
The following hazards and means of control must be assessed prior to the commencement of the site.  Please consult HSMS standards – Traffic Management 


	Hazards
	Yes/No
	Persons at Risk
	H
	M
	L

	Vehicle Access and Egress – Site Entrance/Exit 
	
	The traffic management assessment should be completed/continually reviewed as the site progresses to identify and control potential risk levels to the following persons:

· Employees

· Contractors

· Construction Site Visitors 

· Sales Visitors

· Residents in early occupation

· Pedestrians, especially children


	
	
	

	Pedestrian contact with Construction Plant & Vehicles – Adjacent to Site/ Occupied Areas
	
	
	
	
	

	Pedestrian contact with Construction Plant & Vehicles – Site Entrance
	
	
	
	
	

	Pedestrian contact with Construction Plant & Vehicles – on Site
	
	
	
	
	

	Material Delivery/Storage Areas/On-Site Transfer of Materials
	
	
	
	
	

	Reversing Plant & Vehicles


	
	
	
	
	

	Width & Visibility Restrictions


	
	
	
	
	

	Unauthorised Parking


	
	
	
	
	

	Temporary Structures, Power Lines


	
	
	
	
	

	Terrain (Muddy Roadways)


	
	
	
	
	

	Roadway edges, manholes, spoil heaps


	
	
	
	
	

	Width and Visibility Restrictions – on Site


	
	
	
	
	


	

	MEASURES TO CONTROL HAZARDS & REDUCE SIGNIFICANT RISKS

	Control Items
	Control Measures

	Pedestrian Access/Egress

· Site entrance/exit

· Compound
· General
	

	Pedestrian Route Adjacent to Site/ Occupied Areas

	

	Vehicle Access and Egress

· Site entrance/exit

· Compound

· General
	

	Pedestrian/ Vehicle Segregation.

	

	Vehicle Speed

	

	Site Parking

	

	Other

	

	The following should be considered when completing the “Control Measures” column:

	· Access Road/Off-Site & On-Site Signage

· Compound/Sales Location

· Contractor/Visitor Parking

· Pedestrian Walkways/ Crossing Points

· Barriers, fencing, restricted access

· Speed Limits & Restrictions
· One Way Systems, Haul Roads 
	· Material Storage Areas 

· Turning Areas/Circles 

· Banksmen/Gatemen

· Supplier delivery times
· Communication with Site Occupants

· Road Cleaning 

· High Visibility Clothing 

	The list is not exhaustive.

	Note: All items identified shall be highlighted on the Traffic Management Plan, and the plan should be brought to the attention of all concerned and displayed (along with this document) on all relevant notice boards.
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