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WORKING AT HEIGHT – SPECIFICATION AND SAFETY REQUIREMENTS ASSESSMENT 
	Operating business
	

	Development name
	


Part 1. Specify Property Type
	Name of property type


	
	Number of storeys
	


Part 2. Type of Work and Access Requirements – Please consult Ground Levels and Property Designs

	Work Activity
	Working at height arrangements 

(to be read in conjunction with the working at height standards)


	Specific control measures
	Remarks/ additional site specific control measures

	Raised Foundations
	
	
	

	External Walls
	
	
	

	Internal Walls
	
	
	

	Party Walls
	
	
	

	Standard Joists/Decking
	
	
	

	Non-standard Joists/Decking
	
	
	

	Porch Roof
	
	
	

	Dormer Roof
	
	
	

	Garage Roof 
	
	
	

	Low Level Roof
	
	
	

	Main Roof 
	
	
	

	Chimney
	
	
	

	Rainwater Goods
	
	
	

	Plumbing
	
	
	

	Rendering
	
	
	

	Timber Features
	
	
	

	Pointing Up
	
	
	

	Lead-work / Flashing
	
	
	

	Windows
	
	
	

	Sealants / Mastic
	
	
	

	Alarm Systems
	
	
	

	Stairwell Working
	
	
	

	Other (Retaining Walls, etc)
	
	
	


Part 3. Type of External Scaffold Required (see also property design drawings)
	
	Independent
	Putlog
	System

	General Purpose (2 kN/m2)
	
	
	

	Heavy Duty (3 kN/m2)
	
	
	


Part 4. Scaffold Design & Access/Egress
	
	((or X)
	If X date expected

	Scaffold designs/TG20:21 compliant sheets available
	
	

	Safe system of work received from Scaffold Contractor
	
	

	Ground Composition details
	
	

	Waste removal arrangements
	
	

	Dismantling arrangements 
	
	

	Type of Access/Egress to be used
	Tick
	Recommended Guidance Scaffold Access/Egress



	1. Staircases  
	
	For apartment blocks/runs of 4 or more 2.5+ storey properties

	2. Ladder Access Bays with single lift ladders 
	
	For 3 storey detached/semi-detached properties

	3. Ladder Access Bays with multiple lift ladders
	
	

	4. Internal ladder access with protected trap 
	
	

	5. Pole ladder external access using safety gate 
	
	For detached/semi-detached 2.5 storey properties.


Note: See also diagram attached depicting examples of good practice and Persimmon Scaffolding Trade Specification. 
Part 5. Loading Requirements of External Scaffold (see also property design specification)

	Indicate Loading Requirements for Scaffold ( or X

	Max. weight to be placed on Loading Bay
	
	Total Number of Loading Bays Required
	


Part 6. Type of Scaffold Contract

	Indicate Type of Scaffold Contract (( or X)

	Supply and Fit Sub-Contractor
	Labour Only Sub-Contractor
	Directly Employed

	
	
	


Note: For the purpose of scaffold contracts a one-man self-employed/labour only person should be regarded as subcontract.

Part 7. Inspection Regime Requirements (()

	Hand-over/Inspection Required
	Direct Employee
	Sub-contractor
	Site Manager

	Hand-over procedure
	
	
	

	Component Inspection prior to erection
	
	
	

	Before first use
	
	
	

	Substantial Alteration Inspection
	
	
	

	Adverse weather condition / situations
	
	
	

	7 Day Inspection
	
	
	


Part 8. Competency and Training Requirements – Site Manager to complete details on Site Induction Forms
Part 9. Additional Comments/Notes
This assessment should be read in conjunction with the requirements detailed in TG20;13, SG4:10 and the HBF Scaffold Specification Template together with associated trade specifications and site specific information i.e. traffic management plans, lifting plans etc.
Directors Responsible For Completing the Assessment
	Name(s)
	

	Signature
	

	Date
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